
 

 

 

 

 

Window Films for Exterior installations* 

- 5 years on vertical installations (90 Degrees angle)against peeling,cracking, adhesive failure, 

and change of colour, delamination, and demetallization 

 

- 3 years on less than vertical installations (45 to 89 degrees angle) against peeling, cracking, 

adhesive failure, and change of colour, delamination, and demetallization 

Window Films for Interior installations 

- 10 years against peeling, cracking, adhesive failure, and change of colour, delamination, 

and demetallization 

Decorative Films 

- 10 years against peeling, cracking, adhesive failure, and change of colour, delamination, 

and demetallization 

Safety & Security Films 

- 10 yearsagainst peeling, cracking, adhesive failure, and change of colour, delamination, and 

demetallization 

Multi-Layer nano ceramic films 

- 10 years against peeling, cracking, adhesive failure, and change of colour, delamination, 

and demetallization 

 

*To prevent any oxidation, the film has to be framed with a silicon seam. (Mandatory to warrant window 

films for exterior installations)  

 

 

 

 



 

 

Automotive Films** 

 

HP metalized Films 

- 10 years against peeling, cracking, adhesive failure, and change of colour, 

delamination, and demetallization 

NR non metalized films   

- 7 years against peeling, cracking, adhesive failure, and change of colour, 

delamination, and demetallization 

Multi-Layer nano ceramicfilms 

- 10 years against peeling, cracking, adhesive failure, and change of colour, 

delamination, and demetallization 

 

 

 

 

 

 

**This warranty does not cover change in colour or fading, defined as the film gradually 

becoming lighter, or installation that violate vehicle tinting laws, or any problems dueto poor or 

faulty installation. 


